
Charge Controllers

8AW, 10AW, 15AW, 30A, 30AD, 60A

ZS-15AW
5.1” x 4” x 1”

ZS-10AW
5.1” x 4” x 1”

ZS-30A
6.1” x 4.7” x 1.4

ZS-8AW
4” x 2.5” x 1”

Designed for RV applications, Zamp Solar offers the most comprehensive line of 5-stage digital charge controllers. All charge 
controllers have 5 battery charging profiles (10A and above now include lithium). Digital Remote Display available for 30A and 
included with the 60A. Optional temperature sensor available for all controllers with the exception of the 8A to ensure proper 
battery charging in hot and cold conditions.  

ZS-30AD
6.1” x 4.7” x 1.4

ZS-60A
7.1” x 4” x 2”

ZS-RT1 ZS-30A-TS

60

-

Name MFG No. Watts Amps Remote Lithium

8 Amp 5-Stage Water Resistant Controller ZS-8AW 135 8 N N

10 Amp 5-Stage Water Resistant Deluxe Digital PWM ZS-10AW 170 10 N Y

15 Amp 5-Stage Water Resistant Deluxe Digital PWM ZS-15AW 250 15 N Y

60 Amp 5-Stage Deluxe Digital PWM with Remote Display ZS-60A 1000 Included

Y

Digital Remote LCD Display ZS-RT1 - -

Y

30 Amp 5-Stage Deluxe Digital PWM ZS-30A 500 30 Optional

Y

30 Amp 5-Stage Dual Battery Deluxe Digital PWM ZS-30AD 500 30 N

-

-Remote Temperature Sensor ZS-30A-TS - - -

batterysystems.net


